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 IrT/Art yarn kit Victoria 
  

 
Instructions 
Insert the threaded rod of the mother of all through the vertical part and 
fasten it with the washer and cap nut. Before attaching the kit to your Victoria 
spinning wheel, you need to turn the leather handle to the front of the wheel. 
Fasten the assembly to the wheel with the small wooden piece and the star 
knobs. Replace the drive band with the longer drive band included with the 
kit. 
 

 
 
You can now attach the flyer and bobbin of your choice to the wheel. Below 
all Louët Irish tension options are given. 
 
Available flyers Irish tension: 
 

Available bobbins Irish tension: 
 

 

Regular, hooks 
 

Orifice: 13 mm (1/2") 

 

Regular  
 

Ratios: 1:5.5 /  
1:7.5 / 1:10.5 

Volume: 670 cm3 
(42.4 cubic inch) 

    

SA0125 SA0102 
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Regular, sliding 
guides 

 

Orifice: 13 mm (1/2") 

 

High speed  
 

Ratios: 1:6.5 /  
1:9.5 / 1:15 

Volume: 580 cm3 
(35.1 cubic inch) 

    

 

High speed 
 

Orifice: 10 mm 
(6/16") 

 

High speed fat core 
 

Ratios:  
1:6.5 / 1:9.5 / 1:15 
Volume: 385 cm3  

(23 cubic inch) 

    

 

Bulky 
 

Orifice: 13 mm (1/2") 

 

Bulky/Art yarn  
 

Ratios: 
1:4 / 1:5 / 1:6 
Volume: 1240 cm3  
(75.4 cubic inch) 

    

 

Art yarn 
 

Orifice: 20 mm (3/4") 

The bulky/art yarn bobbin can only 
be used with the bulky or art yarn 
flyer. 

   
 

Adjusting the tension 

For Irish tension wheels the bobbin turns, which causes twist in the 
yarn. Since the yarn connects the flyer to the bobbin, the flyer will 
turn. The result is that you feel a pull on the yarn, and by tightening 
the brake strap you will increase this pull. If you need little to no pull 

you can also take out the knurled nut and let the brake strap hang loose. A 
drop of oil on the orifice bearing can reduce the pull even further. 
 
Filling the bobbin will make it pull with a higher torque on the brake. If you 
want to keep the same amount of pull on the yarn, you will need to increase 
the brake tension. This also means that you will need more power to treadle 
as the bobbin fills up.  
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