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Parts of the warp mill: 
- 4 cross bars 
- 5 metal tubes 
- 2 bars for the warp dowels 
- 2 folding base rails 
- main base rail 
- hardware bag 
- bag containing 6 wooden 

dowels and a cross head 
screwdriver pz 2 

  

 

The hardware bag contains: 
- 6 carriage bolts  

M6 x 65 mm 
- 6 carriage bolts  

M6 x 50 mm 
- 13 washers (1 fore spare) 
- 12 wing nuts M6 
- 9 plastic inserts for the 

tubes 
- 4 buffers 
- 4 screw 4 x 17 mm 
- 8 screws 4 x 25 mm 
- locking spring with nylon 

bushing 
- allen key 4 mm  
- piece of sandpaper (blue 

or yellow) 

  

 

Use the sandpaper to finish 
the edges of the wooden 
parts. 
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One of the tubes differs from 
the other four: it is the axle of 
the mill. It has one smaller 
hole that is drilled at 20 cm 
(8”) from the end.  
 
Insert this end of the tube 
into the main base rail, so 
that the barrel nut side 
becomes the bottom side 
and push the tube so far that 
the end of it is flash with the 
bottom of the rail. 

  

 

Use the socket head screw 
at the side of the rail and the 
allen key to secure the 
assembly. 

  

 

Screw the 4 buffers onto the 
base rails with the 4 x 17 mm 
screws. 
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Attach the base rails onto the 
main base rail: Insert a 65 
mm carriage bolt from the 
bottom side through the rails. 

  

 

Tap the square part of the 
bolt head into the wood. 

  

 

Slip over a washer and 
tighten a wing nut onto the 
thread of the bolt. Now 
hammer on the bolt head 
again and tighten the wing 
nut again. Repeat this until 
the bolt head is pressed 
completely against the wood. 

  
By unscrewing the wing nuts a bit you can fold and unfold the base of the 
mill. Fasten the wing nuts to fix the base in either position. 
 

 

Insert the locking spring into 
the hole of the axle.  
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Assemble two cross bars to 
the metal tubes using the 4 x 
25 mm screws. 

  

 

Repeat the last step for the 
other tubes and cross bars.  
 
Make sure that you 
assemble the last metal tube 
after joining the two parts 
together as shown in the 
picture. 

  

 

Tap the plastic inserts into 
the ends of the tubes. The 
ninth insert goes on top of 
the axle of the warping mill. 

  

 

Mount the assembly of tubes 
and cross bars onto the base 
by inserting the axle through 
the holes of the cross bars. 
It will rest on the locking 
spring. 
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Slip a dowel bar over the 
ends of two tubes. 

  

  
 
At both ends, insert a 65 mm bolt and fix the dowel bar to the tubes by 
tightening the bolt with washer and wing nut. Do it the same way you 
tightened the bolts of the base rails. 
  

  
      
The dowel bar has 5 notches to fix a dowel with a carriage bolt. There are 
holes in the notches for the bolt. At the first and the fifth notch the bolt 
extends through the slot in the bar. 



6 

 

If you need to mount a dowel 
bar to the tubes in between 
the cross bars, you need to 
tilt the bar like shown in the 
picture. 

  

 

You can fold the vertical 
warp mill after removing the 
dowel bars.  

 


